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CVM SERIES

MOTOR VIBRADOR

Calidad = Industria = Servicio = Precio
Seguridad = Entrega = Garantia = Confianza

Medioambiental
Py
Calidad
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2 POLES-3000rpm
Type L’;brating F”EE Power(kW) Efficiency(%) AR Weight(kg) Size
CVM-60/3 71 07 008 46 016 56 10
CVM-100/3 99 1 01 44 019 59 10
CVM-200/3 198 2 017 60 035 70 10
CVM-300/3 311 3 02 64 052 104 20
CVM-400/3 400 4 02 74 058 108 20
CVM-500/3 516 5 045 77 096 1838 30
CVM-700/3 750 7 05 77 125 20 30
CVM-800/3 788 8 055 79 145 215 30
CVM-1200/3 1018 10 075 82 185 25 30
CVM-1300/3 1386 13 11 76 244 245 30
CVM-1600/3 1571 16 125 81 204 516 40
CVM-1800/3 1848 18 15 81 375 52 40
CVM-2000/3 2033 20 2 83 407 518 0
CVM-2300/3 2310 23 2 83 444 536 40
CVM-3200/3 3250 32 22 76 53 96.9 50
CVM-4000/3 4030 40 23 76 53 107 50
CVM-5000/3 5070 50 35 83 722 1112 50
2 POLES-3000rpm
Type A B % b E F ® H I L M N CableGland  Fig

CVM-60/3 6274 106 231 131 159 15 64 121 123 54 112 M20xi5 A
CVM-100/3 6274 106 221 131 159 15 64 121 123 54 112 M20xL5 A
CVM-200/3 6274 106 231 131 159 15 64 121 123 54 112 M20xL5 A
CVM-300/3 9% 125 273 155 175 15 13 79 142 163 55 131  M20xL5 B
CVM-400/3 9% 125 273 155 175 15 13 79 142 163 55 131  M20XL5 B
CVM-500/3 120 170 362 208 210 22 17 9 180 205 78 170  M20xL5 B
CVM-700/3 120 170 362 208 210 22 17 9 180 205 78 170  M20xL5 B
CVM-800/3 120 170 362 208 210 22 17 9 180 205 78 170  M20xL5 B
CVM-12003 120 170 362 208 210 22 17 9 180 205 78 170  M20xL5 B
CVM-13003 120 170 362 208 210 22 17 9 180 205 78 170  M20xL5 B
CVM-16003 140 190 421 229 262 30 17 120 247 225 80 222 M25x15 B
CVM-18003 140 190 421 229 262 30 17 120 247 225 80 222  M25xL5 B
CVM-20003 140 190 421 229 262 30 17 120 247 225 80 222  M25xl5 B
CVM-23003 140 190 421 229 262 30 17 120 247 225 80 222 M25x15 B
CVM-32003 155 255 553 302 318 35 25 147 295 288 115 264  M32xL5 B
CVM-40003 155 255 553 302 318 35 25 147 295 288 115 264  M32xL5 B
CVM-50003 155 255 553 302 318 35 25 147 295 288 140 264  M32xL5 B
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4 POLES-1500 rpm

Vibrating Force

Type kg kn Power(kW) Efficiency(%) Current(A) Weight(kg) Size
CVM-40/4 40 04 0.03 33 0.26 59 10
CVM-80/4 80 038 0.04 36 031 74 10
CVM-200/4 183 2 0.06 50 049 118 20
CVM-400/4 388 4 03 60 0.84 235 30
CVM-500/4 518 5 037 68 1.06 24.2 30
CVM-700/4 693 7 0.55 77 132 274 30
CVM-800/4 807 8 06 73 136 283 30
CVM-1100/4 1045 11 0.6 73 14 358 30
CVM-1400/4 1406 14 0.85 75 178 59.8 40
CVM-1700/4 1757 17 11 68 2.09 68.8 40
CVM-2400/4 2420 24 13 71 32 79 40
CVM-3000/4 3065 30 23 79 3.68 125 50
CVM-3800/4 3830 38 23 78 415 1304 50
CVM-4300/4 4312 43 26 78 45 1344 50
CVM-5500/4 5576 55 23 73 6.5 192.2 60
CVM-7200/4 7188 72 3 75 96 253 70
CVM-9000/4 8984 90 5.8 83 134 268.6 70
CVM-10000/4 10052 100 6.3 82 144 3118 80

4 POLES-1500 rpm

Type A B C D E F DG H I L M N  Cable Gland Fig
CVM-40/4 62-74 106 221 130 136 12 9 48 94 121 54 86 M16x1.5 A
CVM-80/4 62-74 106 231 131 159 15 9 64 121 123 54 112 M20x1.5 A
CVM-200/4 90 125 273 154 175 15 13 79 142 163 55 131 M20x1.5 B
CVM-400/4 120 170 362 208 210 22 17 94 180 205 78 170 M20x1.5 B
CVM-500/4 120 170 362 208 210 22 17 94 180 205 78 170 M20x1.5 B
CVM-700/4 120 170 362 208 210 22 17 94 180 205 78 170 M20x1.5 B
CVM-800/4 120 170 362 208 210 22 17 94 180 205 78 170 M20x1.5 B
CVM-1100/4 120 170 451 208 210 22 17 94 180 205 123 170 M20x1.5 B
CVM-1400/4 140 190 453 229 262 30 17 120 247 225 96 222 M25x1.5 B
CVM-1700/4 140 190 453 229 262 30 17 120 247 225 96 222 M25x1.5 B
CVM-2400/4 140 190 519 229 262 30 17 120 247 225 129 222 M25x1.5 B
CVM-3000/4 155 255 603 302 318 35 235 147 295 288 140 264 M32x1.5 B
CVM-3800/4 155 255 603 302 318 35 235 147 295 288 140 264 M32x1.5 B
CVM-4300/4 155 255 603 302 318 35 235 147 295 288 140 264 M32x1.5 B
CVM-5500/4 180 280 603 332 360 37 26 168 345 304 130 310 M32x1.5 B
CVM-7200/4 200 320 608 378 411 49 28 200 424 325 120 378 M32x1.5 B
CVM-9000/4 200 320 608 378 411 49 28 200 424 325 120 378 M32x1.5 B
CVM-10000/4 125 380 726 452 430 44 39 204 422 367 160 378 M32x1.5 C
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6 POLES-1000rpm

Type \k/ébratlng For;ﬁ Power(kW) Efficiency(%) Current(A) Weight(kg) Size
CVM-50/6 51 05 0.03 25 038 104 20
CVM-200/6 185 18 0.15 58 0.63 196 30
CVM-300/6 308 3 0.2 64 0.74 26,6 30
CVM-400/6 408 4 0.25 68 0.82 305 30
CVM-500/6 510 5 037 67 1.22 34 30
CVM-800/6 781 7.8 05 66 1.26 61.8 40
CVM-1100/6 1067 11 0.55 68 142 794 40
CVM-1400/6 1378 14 0.7 68 1.95 817 40
CVM-1500/6 1500 15 0.7 68 2 836 40
CVM-1600/6 1600 16 0.75 73 2.06 854 40
CVM-2100/6 2026 21 11 73 2.88 1143 50
CVM-2600/6 2573 26 15 77 3.63 148.6 50
CVM-3000/6 2931 30 17 77 417 1554 50
CVM-3800/6 3835 38 2 80 467 2156 60
CVM-4700/6 4721 47 235 81 6.01 230.8 60
CVM-5200/6 5193 52 26 81 6.92 279.8 70
CVM-6500/6 6491 65 29 81 7.76 3044 70
CVM-8000/6 8018 80 45 82 126 325.2 70
CVM-9000/6 8936 90 5 81 132 337.8 70
CVM-10000/6 10170 100 6.2 83 143 385.8 80
CVM-13000/6 12700 130 7 84 16 4222 80

6 POLES-1000rpm

Type A B C D E F ®G H I L M N  Cable Gland Fig
CVM-50/6 90 125 273 154 175 15 13 79 142 163 55 131 M20x15 B
CVM-200/6 120 170 362 208 210 22 17 94 180 205 78 170 M20x1.5 B
CVM-300/6 120 170 362 208 210 22 17 94 180 205 78 170 M20x1.5 B
CVM-400/6 120 170 451 208 210 22 17 94 180 205 123 170 M20x1.5 B
CVM-500/6 120 170 451 208 210 22 17 94 180 205 123 170 M20x1.5 B
CVM-800/6 140 190 453 229 262 30 17 120 247 225 96 222 M25x1.5 B
CVM-1100/6 140 190 519 229 262 30 17 120 247 225 129 222 M25x1.5 B
CVM-1400/6 140 190 567 229 262 30 17 120 247 225 154 222 M25x1.5 B
CVM-1500/6 140 190 567 229 262 30 17 120 247 225 154 222 M25x1.5 B
CVM-1600/6 140 190 567 229 262 30 17 120 247 225 154 222 M25x1.5 B
CVM-2100/6 155 255 603 302 318 35 235 147 295 288 140 264 M32x1.5 B
CVM-2600/6 155 255 723 302 318 35 235 147 295 288 200 264 M32x1.5 B
CVM-3000/6 155 255 723 302 318 35 235 147 295 288 200 264 M32x1.5 B
CVM-3800/6 180 280 683 332 360 37 26 168 345 304 170 310 M32x1.5 B
CVM-4700/6 180 280 733 332 360 37 26 168 345 304 195 310 M32x1.5 B
CVM-5200/6 200 320 688 378 411 49 28 200 424 325 160 378 M32x1.5 B
CVM-6500/6 200 320 638 378 411 49 28 200 424 325 160 378 M32x1.5 B
CVM-8000/6 200 320 788 378 411 49 28 200 424 325 210 378 M32x1.5 B
CVM-9000/6 200 320 788 378 411 49 39 200 424 325 210 378 M32x1.5 B
CVM-10000/6 125 380 826 452 430 44 39 204 422 367 210 378 M32x1.5 C
CVM-13000/6 125 380 926 452 430 44 39 204 422 367 260 378 M32x1.5 C
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2 POLES SINGLE-PHASE-3000 rpm

Vibrating Force Ferquency

Type kg Kn @) Power(kW) Current(A) Weight(kg) Capacitor(uF) Size
CVM-20S 20 0.2 3000 0.02 0.1 15 15 5
CVM-60S 66 0.7 3000 0.08 043 5.7 4 10
CVM-100S 99 1 3000 0.1 0.54 59 5 10
CVM-200S 197 2 3000 013 0.71 6.8 5 10
CVM-300S 311 3 3000 0.29 158 10 12 20
CVM-400S 400 4 3000 031 1.68 10.8 12 20

Type A B C D E F oG H I L M N  Cable Gland Fig
CVM-20S 28-40 94 152 111 85 9 7.5 33 50 84 34 60 M16x1.5 A
CVM-60S 62-74 106 231 130 159 15 9 64 120 123 54 112 M20x1.5 A
CVM-100S 62-74 106 231 130 159 15 9 64 120 123 54 112 M20x1.5 A
CVM-200S 62-74 106 231 130 159 15 9 64 120 123 54 112 M20x1.5 A
CVM-300S 90 125 275 155 177 14 13 79 142 163 55 132 M20x1.5 A
CVM-400S 90 125 275 155 177 14 13 79 142 163 55 132 M20x1.5 A
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DC DIRECT CURRENT-3000 rpm
Volt Vibrating Force Ferquency : .
Type W) - kn (t/min) Power(kW) Current(A) Weight(kg) Size
CVM-50DC-24 24 50 0.5 3000 0.1 42 6 10
CVM-50DC-12 12 50 0.5 3000 0.1 94 6 10
CVM-200DC-24 24 200 2 3000 0.16 6.67 6.5 30
CVM-200DC-12 12 200 2 3000 0.16 133 6.5 30
Type A B C D E F G H I L M N Cable Gland Fig
CVM-50DC-24 62-74 106 231 130 159 15 9 64 120 123 54 112 M20x1.5 A
CVM-50DC-12 62-74 106 231 130 159 15 9 64 120 123 54 112 M20x1.5 A
CVM-200DC-24 62-74 106 218 164 140 25 9 82 116 123 53 110 M20x1.5 E
CVM-200DC-12 62-74 106 218 164 140 25 9 82 116 123 53 110 M20x1.5 E
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CVM SERIES Motor Vibrador

Calidad e Industria = Servicio ® Precio

Seguridad e Entrega » Garantia  Confianza

Medioambiental

Calidad
Eficiente

Tecnologia

& B la] [

N
- ﬁ. A
" f Y
MG T IVOHm-— Q
( [ _J :l @
I [y
L ] B
. . l 1/
Ul=r H
— L >
oG
F
D E
A
—l} o
CVM SERIES DIMENSIONAL FEATURES
Frame No A B C D E F G H I L M N
001 230 150 150 110 120 13 11 79 43 124 137 153
002 275 176 170 110 120 13 13 92 72 150 140 140
003 360 188 200 110 140 13 13 98 90 165 160 155
004 420 216 225 140 170 15 15 104 90 195 160 155

005 490 285 209 160 200 25 14 130 213 213 255 155







